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surestep®

safestep®

A durable floor covering combining 

outstanding slip resistance (up to 

R12) with a wide range of design 

possibilities. The PUR Pearl surface 

provides superior, long-lasting 

appearance and performance.

•	 R10, R11 and R12 in anti slip enhanced 

performance

•	 Most products with PUR Pearl lacquered

surface providing easy cleaning and 

maintenance

•	 Low gloss surface for low scuff and a 

natural look

•	 Transparent or coloured durable wear

layer for a long-lasting appearance

•	 High recycled PVC content

•	 Wide design variety

•	 Optional with or without felt backing for

better adhesion properties.

Benefits

Construction

Scratch resistant PUR Pearl
with anti-slip particles

Glass fleece
for dimensional stability

Clear and coloured wearlayer 
with anti-slip particles

Compact backing  
with 60% recycled content

Surestep Original
Surestep Star

Surestep Wood
Surestep Stone

Surestep Mineral
Surestep Texture Safestep R11 Safestep R12 Safestep Aqua Surestep Laguna

EN - ISO 24346 2.0 mm 2.0 mm 2.0 mm 2.0 mm 2.0 mm 2.0 mm

EN - ISO 24340 0.7 mm 0.7 mm 0.7 mm 0.7 mm 0.7 mm 0.7 mm

EN - ISO 10874 Clase 34 Clase 34 Clase 34 Clase 34 Clase 34 Clase 34

Clase 43 Clase 43 Clase 43 Clase 43 Clase 43 Clase 43

: Collection size 24 - 13 12 - 8 - 5 - 5 8 4 12 12

, Roll Width EN - ISO 24341 2.00 m 2.00 m 2.00 m 2.00 m 2.00 m 2.00 m

9 Roll Length EN - ISO 24341 20 - 27 m 20 - 27 m 20 - 27 m 20 - 27 m 20 - 27 m 20 - 27 m

. Total Weight EN - ISO 23997 2.75 kg/m2 2.75 kg/m2 2.75 kg/m2 2.75 kg/m2 2.75 kg/m2 2.75 kg/m2

2 Dimension Stability EN - ISO 23999 < 0.1% < 0.1% < 0.1% < 0.1% < 0.1% < 0.1%

3 Residual Indentation EN - ISO 24343-1 ≤ 0.05 mm ≤ 0.05 mm ≤ 0.05 mm ≤ 0.05 mm ≤ 0.05 mm ≤ 0.05 mm

g Castor Chair EN 425 Sin efecto Sin efecto Sin efecto Sin efecto Sin efecto Sin efecto

b Use in Wet areas EN 13533 Si No Si Si Si Si

> Light fastness EN - ISO 105 B-02 ≥6 ≥6 ≥6 ≥6 ≥6 ≥6

0 EN - ISO 24344 ø 10mm ø 10mm ø 10mm ø 10mm ø 10mm ø 10mm

[ Resistencia al deslizamiento

EN 13845 Annex C ESf ESf ESf ESf ESb ESb / ESf

EN 13845 Annex 
D 50.000 revolutions 
<10% loss

Clase 34/43 Clase 34/43 Clase 34/43 Clase 34/43 Clase 34/43 Clase 34/43

DIN 51130 R10 R10 R11 R12 R10 R10

Din 51097 Clase C Clase B

5 Chemical resistance EN-ISO 26987 Muy buena Muy buena Muy buena Muy buena Muy buena Muy buena

M Electrical resistance EN 1081 (R1) > 1.109 Ω > 1.109 Ω > 1.109 Ω > 1.109 Ω > 1.109 Ω > 1.109 Ω

Step cumple con la norma EN 14041

R Reaction to fire EN 13501-1 B
fl
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fl
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-s1 B

fl
-s1

L Body Voltage EN 1815 < 2kV < 2kV < 2kV < 2kV < 2kV < 2kV

e Thermal Conductivity EN 12524 0.25 W/m.K 0.25 W/m.K 0.25 W/m.K 0.25 W/m.K 0.25 W/m.K 0.25 W/m.K

[ Slip resistance EN 13893 DS: 0.30 DS: 0.30 DS: 0.30 DS: 0.30 DS: 0.30 DS: 0.30

Especificaciones técnicas
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Step cumple con la norma EN - ISO 10582 & EN 1384

FLOORING SYSTEMS 

, ... , 

Capa de uso

Espesor total

Industrial ligero

Comercial muy intenso

EN - ISO 10874

Tamaño de la colección

Ancho del rollo

Largo del rollo

Peso total

Estabilidad dimensional

Punzonamiento residual

Uso silla con ruedas

Uso en zonas húmedas

Solidez del color

Flexibilidad

Resistencia a los químicos

Resistencia eléctrica

Resistencia al fuego

Resistencia eléctrica

Conductividad térmica

Resistencia al deslizamiento




